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[0116] While gaming substantially at the same time of
power cut off, if the specific winning combination, not
materialized yet, is internally won in plural times more than
a predetermined number, such fact may be notified by the
specific backup notifying mode. When seeing such infor-
mation by the above notifying mode, it can be expected that
the player may get a lot of benefits. Accordingly, interest for
games can be improved.

[0117] Further, if the specific winning combination, not
materialized, is not internally won in plural times more than
a predetermined number, when it is decided that notification
is done based on the predetermined state (for example,
predetermined random number lottery), it may be notified by
the specific backup restoration notifying mode. Thereby,
appearance rate of notification by the specific backup res-
toration notifying mode is raised, thus the player can con-
duct games while expecting its probability. Therefore, inter-
est for games can be further improved.

[0118] Further, the present invention can apply to Japanese
Pachinko gaming machine, arrange ball gaming machine,
mah-jong ball gaming machine, video-slot machine, video
poker machine and the other machines, in addition to the slot
machine in the embodiment. And even in the game program
imitatively executing operation of the above mentioned slot
machine in a family gaming machine, the present invention
can apply and execute the game. In this case, CD-ROM, FD
(flexible disc) and the similar memory medium can be
utilized for the memory medium for storing the game
program.

[0119] Here, recently in the Japanese Pachinko gaming
machine in the main current, the gaming machine, in which
an electric display device such as the liquid crystal display
device is arranged at the center of gaming plate, is popu-
larized. In this electric display device, a plurality of symbols
(abbreviated as “special symbols” hereinafter) represented
by images are variably displayed, thereby three lines of reels
in the slot machine are imitatively displayed. When variable
display of the special symbols stops and a predetermined
stop mode (in which the same special symbols stop such as
7-7-7 and this stop mode is generally called “big combina-
tion”), the game shifts to the special gaming state beneficial
for the player. In general Japanese Pachinko gaming
machine, the variable display of the special symbols is
started on condition that balls shot within the gaming plate
by operation of the shooting handle enter into a predeter-
mined winning hole (so-called “variable display start hole™).
After a predetermined time is elapsed the variable display of
the special symbols stops.

[0120] In this kind of Japanese Pachinko gaming machine,
it may be arranged the liquid crystal display device (the
second display means) and the first display means (for
example, drum-type reels) at a more rear side than the
display area (display plane) of the liquid crystal display
device when seeing the front side of the gaming machine.
And the special symbols may be variably displayed on one
or both of the first display means (for example, the liquid
crystal display device) and the second display means (for
example, drum-type reels).

[0121] The above mentioned game result display means
may be constructed so as to include the first display means
and the second display means provided at a more front side
than the display area of the first display means when seeing
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the front surface of the gaming machine. And the game
result display means may be constructed so as to include the
first display means and the second display means provided
at a more front side than the display area of the first display
means when seeing the front side of the gaming machine.

[0122] The above mentioned rear illumination means illu-
minates the second display means from the backside thereof.
And the above mentioned front illumination means illumi-
nates the second display means from the backside of thereof.
And the front illumination means may illuminate the second
display means from the side plane thereof.

[0123] The above mentioned first display means and/or the
second display means may be formed in a curved shape. As
for extent of the curvature, the first display means and the
second display means may have substantially the same
curvature. Thereby, there may be a case that design of the
gaming machine is improved and the gaming machine is
made attractive. Even if the first display means is curved
with a small radius of curvature or with a large radius of
curvature, the above same effect can be obtained.

[0124] The above mentioned reflection means corresponds
to means which has at least function to refract a part or
whole of light led by the light leading means toward the
liquid crystal panel and illuminate the liquid crystal panel.

[0125] The above mentioned game start instruction means
may be a variable symbol display start hole which produces
an output signal when the winning combination or passage
of the ball is detected. The game start instruction means in
the ball flipping machine corresponds to the variable display
start hole for the special symbols (or the start gate), the
variable display start hole for the common symbols, the
various judging symbol display start holes (or the start
gates).

[0126] Ina case that the above mentioned internal winning
combination determination means determines the predeter-
mined combination as the internal winning combination, one
or plural illumination means included in the common illu-
mination means is/are turned off. Or the illumination means
may always be turned off.

[0127] There may be a case that one or plural illumination
means included in the common illumination means is/are
turned off at the substantially same timing that the above
mentioned internal winning combination determination
means determines the predetermined combination as the
internal winning combination. Or the illumination means
may always be turned off.

[0128] As for variable display by the illumination means
included in the common illumination means, it is conceiv-
able various display modes. For example, it may be con-
structed so as to be able to execute the special symbol
variable display. Here, the special symbol variable display
can be executed in the mode such as: brightness in a part or
whole of the display part in the illumination means differs
from that in the non-specific symbol variable display; still
images, moving images, specific letters, numbers, figures,
characters, which are not displayed in the non-specific
symbol variable display, are displayed; variable display
speed differs from that in the non-specific symbol variable
display. Further, voluntary display modes may be utilized.
And in a case that the specific symbol variable display is
conducted, it may be constructed that the beneficial state for



